
Espace Paver Range
Large Format Pavers

“Fired natural clay - no fading”

SLIP RESISTANT (R11)     FROST RESISTANT     STAIN  RESISTANT     SALT RESISTANT

Espace Pavers from Norco are designed to be installed atop compacted earth, road base (aggregate), and 
sand, without the need for a concrete substrate.  They are the ideal outdoor paving alternative when 
concrete substrate, with Quarry Tile installation, is a less practical option.  Landscaping applications include 
lawn stepping-stones, pathways & steps, and mondo-grass grids.

Advantages of pavers over quarry tile can include; quicker installation, easier access to underground 
services, can be installed by non-professionals (DIY), less expensive quality paved area, and rain-water to 
ground between pavers.
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Printing may not show colors accurately. For final color

selection please refer to current actual tile sample.
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Standard Surface Stone Surface

Surface Choices
Espace Pavers from Norco offer the solid or flashed color 
choices above but also allow a choice of surface texture 
between a Standard (flat) and Stone (undulating). 

Norco pavers are double sided in that both sides are usable 
as a paving surface.  Each side may have a different 
surface texture. In the case of Elba, Vivara, Montecristo 
and Corfu, one or both sides may be flashed colors. 

Elba Flash Vivara Flash

Corfu FlashMontecristo Flash
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Main Technical Properties (range average)

Water Absorption (ISO 10545 - 3)

Scratch Hardness (BS 6431 Part 13)

Frost Resistance (ISO 10545 – 12)

Salt Safe (AS1226.10)

Chemical Resistance (ISO10545.13)

Slip Resistance (Oil-Wet Ramp Test to SS 485-2001)

≤ 6%

MOH’s 6

Pass

Pass

Pass

R11

Website: www.norcotiles.com
Email: info@norcotiles.com

Standard Sizes (mm) 

300 x 300 x 40
400 x 400 x 50

300 Series

400 Series

300 Series 400 Series

Standard Accessories (profiles)

Bullnose

Pool Coper

Bullnose

Pool Coper

See www.norcotiles.com for architectural details and PDF download.
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The Disclaimer shown at www.norcotiles.com applies to this brochure.


