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Standard Colors

QuarryFlash Series

Pinot Flash Riviera Saltillo Heather Blend Costa Brava

Main Technical Properties (range average)

Water Absorption (ISO 10545 - 3)

Scratch Hardness (BS 6431 Part 13)

Frost Resistance (ISO 10545 – 12)

Salt Safe (AS1226.10)

Chemical Resistance (ISO10545.13)

Slip Resistance (Oil-Wet Ramp Test to SS 485-2001)

≤ 6%

MOH’s 6

Pass

Pass

Pass

R11

SLIP RESISTANT (R11)     FROST RESISTANT     STAIN  RESISTANT     SALT RESISTANT

Quarry Tile floor & paving tile from Norco is made using 100% natural blended clays. The result is 
traditional terracotta aesthetics, extraordinary durability,  maximized safety, and dimensional accuracy.
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Printing may not show colors accurately. 

For final color selection please refer to current actual tile sample.

QuarryPave Series

Chestnut Mocha Pinot Firenze Isola Latte Brezza Sirocco
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Modular Tiles
Quarry Tile sizes 400 x 400 mm, 400 x 195 mm & 195 
x 195 mm can be combined to provide modular tile 
patterns. Applying color blends will result in a choice of 
hundreds of different floor and paving designs.

See www.norcotiles.com for details.

Parquet Tile
Supplied loose, or 6 pieces on a mat backing measuring 
400 x 400 mm. It offers designers a wide range of 
patterns, both traditional and creative.

See www.norcotiles.com for details.

Standard Sizes (mm) 

400 x 60

300 x 300
*

400 x 400
*

400 x 195

*These three sizes can also be used in Modular Applications.

*

Parquet Tile

GG means recommended grout gap in mm
14 mm thick

GG 8

GG 6

GG 12

GG 16

GG 12 GG 8

Copyright © 2009 Norco Tiles (Vietnam) Co., Ltd - All Rights Reserved

NORCO TILES (VIETNAM) CO., LIMITED
MANUFACTURERS OF RESIDENTIAL, COMMERCIAL & INDUSTRIAL TILE
DT743 Street, Binh Dang Hamlet, Binh Hoa Commune, 
Thuan An District, Binh Duong Province, Vietnam.
Tel:  +84 (650) 374 0333 
Fax: +84 (650) 374 0340

Website: www.norcotiles.com
Email: info@norcotiles.com

Standard Accessories (profiles)

Stepnose

Safety Stepnose

Steptread

Safety Steptread

Corner Steptread

Bullnose

Safety Bullnose

See www.norcotiles.com for architectural details and PDF download.

Skirting

The Disclaimer shown at www.norcotiles.com applies to this brochure.


